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How to update over RS2327?

Ferguson offers software upgrade capability for your Ariva using R5232 Null Modem cable. After
the upgrade is complete, the receiver will typically perform better. The update of the receiver is
carried out yurself.

(1) Turn off reciver and your PC

(2) Connect reciver with PC by RS232 Null Modem cable.

(3) Turn on PC and unzip ZIP file you downloaded software.

(4) Launch ArivaUpgrader.exe program and select the COM port to which you connect the
receiver.
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(5) Click Browse, to select the firmware file
(6) Select Include Bootloader
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(7) Click Next to continue.
(8) Turn on the receiver and wait for the software will be sent to the RAM of the receiver.
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Check serial port status ... Dane
Start downloading ...
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(9) After loading, press Next to start programming.

STB EROM Upgrade 2.0.0c 2008-05-22 - Step 2: Download |-Z_hj

Check serial port status .. Done

Start downloading ... Done

I 0
Waming:
Click "Mext" to start buming. Old data will be lost.

And the process CAN NOT be interrupted. Click
"Back" to re-download
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STB EROM Upgrade 2.0.0¢ 2009-05-22 - Step 3: Burn X

Start buming. DO NOT power off!

I

[Fe ] [Fsbed | [ Cored | [ B2 ]

(8) After the end, the receiver will automatically restart and on your computer you will see:
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STB EROM Upgrade 2.0.0c 2009-05-22 - Step 3: Burn &
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Program upgrade finished successfully .
Click "Mext" to upgrade other data.

Click "Finished" to ext.
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(9) Click Finished button, to finish programming via R5232.




