Upgrade software via RS232

Please follow the steps below:

Step 1: Power off the receiver
Step 2: Make sure RS232 cable is connected with computer and receiver well.
Step 3:  Run Upgrade.exe and update application program now (Figure 1). In this step, select proper serial port, such as com1 or com2 is needed. If the message “Open COM1 Failure!” displayed in list box, the COM1 has been occupied by other application, then you can select other COM port in COM PORT or close the application.
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                           figure 1

A:  Click the Open File button to open the designated update file whose name is “config.bin”. Click Restart button in the main window..
B. Power on the receiver , the upgrade will start automatically, finally  “Upgrade success “ will be displayed on the screen. Press EXIT button to close the message box.

C. Power off the receiver.

D. Click the Open File button to open the designated update file whose name is “flash.bin”. Click Restart button in the main window.
E. Power on the receiver , then the left message box of this window will start to display the information of the whole upgrading process, the upgrade is automatic. If this procedure is failed, please exit Upgrade_En.exe and restart it, then repeat C , D and E.
F.  After upgrading well, a message box (Figrue 2) “Upgrade success “ will be displayed on the screen. Press EXIT button in above window to close the main window or press Restart button to restart upgrade.
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      figure 2

G. If system prompt “Upgrade failure”, please check the hardware and software version is correctly and try above steps again.
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