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intelligent home slutions don’t have to be expensive

Smart EYE 300 IP Cam

EAN: 5907115002804

• Wi-Fi/Ethernet IP Camera

• For outdoor use

• Waterproof and dustproof

• Full HD 1080p image quality

• Easy network configuration

• The Night Vision function - 
3 LEDs, IR distance 15m

• Easy to use thanks to mobile application

• Streams the picture to your smartphone

• Motion detection alerts and video recordingg 
with e-mail and FTP server upload options

• Compatible with ONVIF 2.1

A small camera with Full HD image quality for outdoor applications. 
It provides crisp and clear image and many additional features, such 
as Night Vision (work in the dark thanks to IR lightening), motion 
detection that triggers alerts and records images and video along with 
their shipment by e-mail and to FTP server. Thanks to compatibility 
with the ONVIF 2.1 standard, the camera can be supported by a wide 
range of software and can be easily implemented in existing systems. 
Built-in Ethernet will ensure a stable network connection, so you can 
receive high quality Full HD picture right on your phone or tablet.

• System: P2P, free, Plug and Play, no port forwarding needed
• Video Sensor: 2 Megapixel 1/2.7” CMOS
• Video Frame Rate: 1-30fps (50Hz)
• Video Resolutions: 1920x1080, 640x352, 320x176
• Video Lens: 3,6mm, 90° view angle (horizontal), 3 x digital zoom
• WB and BLC: Auto
• Video Compression Format: H.264
• Video LUX: 0.4 Lux/F1.2
• Night Vision IR: 3 strong LED lights, 110° IR angle
• Night Vision Distance: 15m IR distance, 

photoresistor sensitivity: 0-5 Lx
• Night Vision IR Cut: Auto switch without color cast
• Image Adjustment: Hue, brightness, contrast, saturation, sharpness
• Alarm Notification: Push for iOS/Android app; Upload pictures to 

email address; Upload alarm records to memory card and FTP server
• Network Supportet IP Adresses: Static IP, dynamic IP, PPPOE
• Network Ethernet: RJ-45 10/100Mbps
• Wireless: Wi-Fi IEEE 802.11b/g/n
• Wireless Antenna: 2,4GHz 3dBi
• Wireless Transmission Rate: 150Mbps max
• Recording Protocol: ONVIF 2.1 compatible
• Internal Memory: 128MB
• Micro SD Card: 128GB max
• Power: 12 VDC 1A
• Power Frequency: 50Hz/60Hz
• Temperature: -10°C - 50°C
• Humidity: 10%-90%RH
• Dimensions: Φ72x180mm
• Net Weight: 370g
• Accessories: Power adapter, manual, screws, bracket, antenna
• Certificates: ISO, FCC, CE, RoHS

The camera is Ferguson’s SmartHome system compatible. It can be used alone.

Install the dive on your own, without need of specialist. 
Easy and installation on a wall, ceiling or any surface.

Ferguson SmartHome system application


